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1. Introduction

Cobblestone Creek is a master planned residential com-
munity located in the City of Airdrie, Alberta. Cobblestone
Creek is within the Chinook Winds Community Area
Structure Plan and is accessed from 24th Street and 40th
Avenue. There will be a wide variety of housing options
within Cobblestone Creek ranging from street townhomes
to starter single family homes to semi-estate single family
homes. Homes will be designed using modern materials
and finishes to create interesting streetscapes.

These Architectural Guidelines have been written for all
Phases of Cobblestone Creek. The lot sizes will vary
throughout the phases. Each lot in Cobblestone Creek will
be unique and will offer exciting building opportunities.

24th STREET

COBBLESTONE CREEK
NSP BOUNDARY ——>Fr"""

A

CHINOOK WINDS CASP 7
BOUNDARY

AIRDRIE CITY LIMITS

-
il
w
s
o
m.
£
o

Traditional inspired homes will be built using modern
building materials and techniques. In order to recognize
this inspiration, the home styles in Cobblestone Creek
will be derived by an interpretation of Modern Craftsman,
Modern Prairie, and Modern Farmhouse architecture.

To ensure that the built form remains true to the selected
styles, the Architectural Committee has commissioned IBI
Group to be the interim Architectural Coordinator for the
community. |IBl Group will review all home plans submitted
by the builders for conformance of these guidelines.

This responsibility will be assumed by the Architectural
Committee once assigned by the Developer.
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1.1 Architectural Guidelines

Architectural Guidelines will be implemented in
Cobblestone Creek to ensure that all builders will design
and build homes to meet standards that are envisioned by
the Developer.

The Architectural Guidelines will enhance the integrity of
the development and ensure that each home that gets
built will add value to the community. The Architectural
Guidelines have been prepared to promote a high level of
architectural detail, ensure a pleasing building form, and
promote an awareness of environmental sustainability.

1.2 Intent and Theme

The intent of these guidelines is to create a community
of harmony and continuity while maintaining a number of
traditional architectural styles to offer variety and flavour.

Architectural styles other than Modern Craftsman, Modern
Prairie and Modern Farmhouse will be considered in
Cobblestone Creek and will be carefully reviewed by the
Architectural Committee to ensure that the style will blend
with all of the homes in the development.
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1.3 Product Type Guidelines

These Architectural Guidelines will include six
individual product type guidelines which outline
specific requirements for the different housing styles in
Cobblestone Creek. The product type guidelines are as
follows:

Single Family Semi-Estate Guidelines

Single Family Laned Guidelines

Single Family Front Drive Guidelines
Semi-Detached Laned Guidelines

Semi-Detached Front Drive Guidelines

2B O

Street Town Guidelines
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2. Land Use Zoning

The Architectural Committee will complete a review of all
house plans to ensure compliance. An “Approved” stamp
must be issued prior to the builder submitting a building
permit application to the City of Airdrie. All construction
must comply with the current City of Airdrie Land Use
Bylaw and Alberta Building Code. Construction may

only begin upon receipt of a building permit from the

City of Airdrie and a Grade Slip from the Architectural
Coordinator. Conformity with the Guidelines does not
supersede the required City of Airdrie approval process.

2.1 Land Use Bylaw

All homes will be subject to all land use rules established
in the City of Airdrie Land Use Bylaw B-01/2016. If the
Land Use Bylaw is revised at any time, all lots will follow
the Land use Rules of the revised Land Use Bylaw.

For reference, all applicable sections of the Land Use
Bylaw can be found on the City of Airdrie website.

IBI MELCOR
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3. Siting
3.1 House Placement

Builders are required to choose proper home designs
around the approved grading and site topography to

take full advantage of views and to maximize lot space.
Designers are to take into consideration the lot width,
length and shape as houses should be conforming to
these sizes. Builders and designers are required to review
the Building Grade Plan and Marketing Plan prior to
designing the home.

3.2 Lot Grading

Lot grading must be in compliance with the City of Airdrie
Lot Grading Bylaw 34/2007. Builders should give due
consideration to building grades when determining house
types in order to assure that an appropriate house is
located on each homesite. Lot slopes should be absorbed
within the building massing as much as possible.

e Builders must pay close attention to drainage patterns
created on the homesites in order to ensure surface
water is channeled away from the house on all sides
and into adjacent drainage swales and storm water
systems.

e Builders are to ensure that all of the corner and
intermediate elevations, as established by the
development engineer, be maintained exactly as
specified.

e Maximum permitted front, rear or side yard slope is
3:1, builders are encouraged to stay within 5% - 25%
slope.

e The lot grades create a drainage pattern, as indicated
on the “grade plan”, and must be maintained.

e Site drainage must be established prior to
commencing construction and maintained by the
builder throughout the construction period.

e Individual lot grading (including drainage swales and
retaining walls) must be completed within individual

homesite property lines.

GENERAL ARCHITECTURAL GUIDELINES 3



4

GENERAL ARCHITECTURAL GUIDELINES

COBBLESTONE CREEK

QUIET CREEKSIDE LIVING

4. Architectural Design

Modern Craftsman, Modern Prairie, and Modern
Farmhouse will be the preferred architectural styles for
Cobblestone Creek however other styles may be approved
at the discretion of the Architectural Coordinator.

Note: The Developer and the Architectural Coordinator
reserve the right to accept home designs which, in the
opinion of the Architectural Coordinator, meet the intent of
the Architectural Guidelines set out herein in all respects.

4.1 Repetition

Single family home designs with near identical house
elevations and colours may not be repeated more often
than every fourth (4th) home on the same side of the street
and every third (3rd) home on the opposite side of the
street.

Semi detached home designs with near identical house
elevations and colours may not be repeated more often
than every third (38rd) building on the same side of the
street and may not be repeated directly across the street.

Multi-family Townhome complexes may be repeated on
the same street, but near identical single units within the
complex must not be repeated more often than every
fourth (4th) unit.

To be different means that there is a significant change in
features such as roof type, size and location of windows
and doors, colours and finish materials. A change of
materials alone and reversing the plan is not sufficient.

Homes with living space being built flush with the front
of the garage may not be repeated more often than every
third home on the same side and opposite side of the
street.

fictco 1BI
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4.2 Architectural Styles Typical Design Elements:

e Moderate roof pitch
Modern Craftsman, Modern Prairie, and Modern e Use of stone or brick and natural materials
Farmhouse will be the preferred architectural styles for e A high level of architectural detailing on doors and
the single family front drive homes in Cobblestone Creek, windows
however other styles may be approved at the discretion of e \Wood blocks and brackets

the Architectural Coordinator.

Note: The Developer and the Architectural Coordinator
reserve the right to accept home designs which, in the
opinion of the Architectural Coordinator, meet the intent of
Architectural Guidelines set out herein in all respects.

4.21 Modern Craftsman

Modern Craftsman homes generally have moderate
pitched roofs, which may include second storey dormers,
covered front verandas, decorative beams or braces

and the use of traditional building materials in deep rich
colours. It is encouraged that the upper floor living space
of two storey homes be built into the roof massing.

Siding and trim colours should be inspired by natural
surroundings and should complement the natural materials
used on the home. Masonry is essential for these styles
and should only be used on the base to ground the home
to add a presence of stability. Masonry heights may vary
but the thickness should always be much greater than

the pier. Elements like brackets, blocks, false trusses and
exposed rafter tails are encouraged to give the presence
of craftsmanship.

| —
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4.2.2 Modern Prairie

Modern Prairie dwellings are characterized by a low,
grounded built-form, and shallow pitched roofs with wide
overhanging eaves. The minimum required roof pitch on
Prairie homes will be 4:12 with 24” minimum overhangs.
Eaves are permitted to project a maximum of 600 mm
into the side yard setback. Modern Prairie themed homes
on zero lot line configurations will be permitted with 1'-0"
overhangs.

Wood of various types is the most common exterior
surface combined with the use of brick or stone. Board
and batten, horizontal siding and paneling are all common
wall surfaces. Veranda and porch elements are major
elements in the composition. Breezeways are also a
common element, used to connect different portions of
the building and provide weather protection.

Windows are typically casement type with substantial
wood trim, and grouped together in bands to enhance
the ground-oriented built form. The siding color should
contrast with the trim colour. Horizontal lines through
the home are emphasized through the use of stone and
battens.

Typical Design Elements:

e Low-pitched hip roof (a min. slope of 4:12)

e Wide overhanging eaves (a min. of 24”)

e Horizontal and flat lines

e Low proportions

e Broad flat chimney

e  Grouped casement windows

e Extensive wood trim

e Veranda and porch elements

e Massive square Contemporary porch supports

6 GENERAL ARCHITECTURAL GUIDELINES MELCOR l B I
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4.2.3 Modern Farmhouse

The Modern Farmhouse style has a very clean distinctive
look highlighted through the use of contrasting siding
and window colours. In this style the siding may be the
same colour as the trim and fascia on the home. Steep
roof pitches are generally used with portions of the roof
covered in standing seam metal.

Feature walls are generally cladded in vertical board and
batten where the main body of the home has a horizontal
lapped siding. A white or light siding colour pallette is
generally used however darker siding colours work well.

The use of real wood accents on the front elevation in the
form of brackets and columns are quite common.

Typical Design Elements:

e Mix of asphalt and standing seam metal roofing

e Use of wood elements used for soffits in high visibility
areas

e Horizontal and flat lines

e Use of a stone base and stone clad columns at entry

e Interesting rooflines with a steeper pitch in most
applications

e Trim around openings may be omitted in certain cases
where the windows and doors contrast in colour to the
siding

| —
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5.

5.1

Building Materials
And Colours
Primary Wall Materials

Vinyl siding with a Beveled/Traditional lap profile in a
premium dark colour will be the minimum requirement.
Smooth finish stucco and composite siding will

also be approved as an upgrade. Vinyl siding with a
dutchlap profile will not be permitted.

Secondary wall materials may include smooth
composite panels, cedar shakes and composite
shakes. Vinyl shakes may be approved at the
discretion of the architectural coordinator. Vinyl
shakes are to be in a straight cut profile. Other
alternatives may be approved at the discretion of the
Architectural Coordinator.

Before submitting colours builders should review
adjacent house colours to avoid repetition.

GENERAL ARCHITECTURAL GUIDELINES
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5.2 Exterior Colours

Approved siding colours can be found in Appendix

A. Alternate colours not listed in Appendix A may be
approved at the discretion of the Architectural Coordinator.
Siding colours must be a dark, rich hue for the primary
wall material. Pastel and light shades of colour will not be
permitted.

It is the intent in Cobblestone Creek to highlight the
streetscape with interesting vibrant colour schemes. To
achieve this, a secondary material will be required on the
front, exposed side, and rear elevation of every home.
Secondary colours should offer a striking contrast to the
main body of the home, not a lighter or darker shade of the
same colour.

Painted trims must be completed in a contrasting colour
to the primary and secondary wall materials that provides
interest to the home’s detailing.

5.3 Masonry

The use of masonry will be encouraged on all homes

in Cobblestone Creek and should be used in portions
reflecting structural integrity. There will be no minimum
amount of stone or brick required but the placement of
the material must ground the home and act as a structural
element. All stone or brick must wrap at least 2’ around
all corners. The end of the return will need to be finished
with trim that sits proud. Only natural stone, manufactured
stone and brick will be permitted as masonry materials.
Designs with no masonry may be accepted at the
discretion of the Architectural Coordinator. These homes
will require extensive detailing and trim elements to
compensate for the lack of masonry detailing.

fictco 1BI
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5.4 Trim, Fascia and Soffit

Modern trim materials used in a traditional manner

will assist the homes in Cobblestone Creek to appear
traditional and timeless. Designers are asked to put a great
deal of efforts into the trim detailing.

e Minimum 4" trim around windows and door openings
will be required on the front and rear elevations of all
homes, including the side elevations of corner lots.

e  Trim material shall be Smartboard, PVC, or equivalent.
Smooth finish acrylic stucco battens will also be
acceptable.

e Trim around windows may not be required on certain
designs with sufficient supplementary detail such
as mullions, secondary materials, or interesting
orientation at the discretion of the Architectural
Coordinator.

e 4" minimum composite corner boards will be required
on the front elevation and will also be required on
elevations that are visible from open spaces or the
street. Corner boards are suggested when using
stucco as a wall finish, but it is not required. Corner
boards are to match the trim colour used on the home.

e Shadow boards or cornices, if incorporated in the
design, shall be used in all open gable ends where the
wall meets the soffit on all front and rear elevations.

e The fascia on open gables on the front and other
highly visible elevations is to be constructed with a
composite material, and must be a minimum of 8
inches in height. All other fascia may be aluminum,
and must be a minimum of 6 inches in height.

e Rainware should be limited on exposed elevations.
Downspouts should take place on side and rear
elevations of homes only. Rainware should match
colour of soffit and fascia used on home.

IBI MELCOR | sucusT 2021
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55 Windows

Window layout is key to achieving a chosen design style.
Windows should be positioned in good proposition and
relationship to one another on an elevation. If fenestration
is not setup properly, walls can look scattered and
unorganized.

e Casement, double-hung, and single-hung are
appropriate window types and may be incorporated
with non functional windows to create more elaborate
window designs. Sliding windows will be acceptable.

e Windows may be vinyl or metal clad.

e Feature windows with interesting orientations and
sizes are encouraged on Contemporary Homes

e  Skylights, if used, should be black in colour to match
the roofing and should have a flat profile. Skylights
should be incorporated on rear elevations and should
not be visible from the street.

5.6 Roofing

The roof material for all homes is to be premium
architectural asphalt shingles such as IKO Cambridge
30 (or equivalent), recycled rubber composite shingles,
or concrete tile in the slate profile with a dark colour.
Other equivalents or upgrades may be approved at the
Architectural Coordinator’s discretion. No wood shakes
will be allowed. All roof stacks must be enclosed and/or
finished to compliment the roof colour and exterior finish
detail. Roof colours should be in the black, brown, or gray
tones.

Rainwater leaders and soffits shall match or compliment
the approved trim colour.

5.7 Roof Hardware

All roof hardware (vents, stacks, flashing, etc.) Must be
prefinished or painted to match the colour of the roofing
material. Unfinished galvanized flashing will not be
permitted.

fictco 1BI
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5.8 Front Doors

e Front entry doors are to compliment the architectural
style of the home.

e Entry doors are to have glazing and/or sidelights and/
or transom windows.

e Single or double front entry doors are allowed. Double
front entry doors will be approved at the discretion of
the Architectural Coordinator.

e Sliding patio doors shall not be located on front
elevations.

5.9 Garage Doors

e The minimum specification for garage doors will be
the Gallery Collection from Clopay; or the Stamped
Carriage House, or Accent Woodtones series doors
from CHI Doors.

e Modern style flush garage doors will be permitted

but will require glazing panels.

e Painted steel Carriage style doors will be permitted, [ i -
and will require raised trim painted to contrast the Clopay Gallery Collection C.H.I. Accents Series
panels.

e Garage doors are not to exceed 8 feet in height and
20 feet in width unless approved by the Architectural
Coordinator.

e White garage doors will not be approved unless the
trim colour on the home is approved as white.

e Additional space above the garage door to eaves line
(more than 24 inches) will have to be justified and

treated with an architectural feature.

1
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5.10 Railing

Acceptable railing materials include:

e Wrought iron/aluminum

e Glass panel (only to be permitted on rear elevations
on all homes; on the front or rear on Contemporary
homes)

e Wood railing in a decorative design may be approved
on front verandas only and must compliment the
design.

5.11 Driveways and Sidewalks

e Driveways are to be broom finished concrete as a
minimum standard.

e Decorative concrete is encouraged.

e Driveway/garage locations are noted on the building
grade plan and the subdivision marketing plan.

e Laned homes will require a 20x20 foot broom finished
concrete parking pad at minimum.

e Sidewalks are to match the concrete that is used on
the driveway.

e Laned homes are to have broom finished sidewalks as
a minimum. Sidewalk blocks are not permitted.

5.12 Front Steps

Precast concrete will be the preferred material for front
steps. Front steps may also be constructed of wood with
closed risers. Risers are required to be painted to match
the trim color used on the home. Stained cedar steps
will be permitted. Alternate materials such as cedar or
composite decking may be approved for the front steps
at the discretion of the Architectural Coordinator if the
materials are high quality and compliment the design of
the home.

5.13 Parging

A maximum of 16” of parging will be permitted on side and
rear elevations measured from final grade to the underside
of the wall finishing material. On sloping lots, siding

will have to be dropped accordingly and applied to the
foundation walls of the home. A maximum of 8” of parging
will be permitted on front and exposed elevations.

12 GENERAL ARCHITECTURAL GUIDELINES
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5.14 Retaining Walls

Where retaining walls are required it is recommended
that they are constructed using natural materials, i.e.,
sandstone boulders, rundle rock or river rock (mortar).
Retaining walls not constructed from natural materials
should be constructed with a visually aesthetic material,
i.e., decorative concrete, or concrete with a stone or brick
facing. Concrete wing walls will be acceptable when

not visible from the street and require approval from the
Architectural Coordinator.

Retaining walls will be limited to a height of 4 feet (1.22
metres). All retaining structures must be within property
lines. Any retaining wall exceeding 1.00 metre in height
MUST be approved by a professional engineer and may
require a development permit.

In no instance shall a retaining wall be introduced to a lot
to artificially revise the grades approved on the building
grade plan unless otherwise approved by the developer.

MELCOR
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5.15 Lighting

Pot lights or light fixtures with a traditional look are
encouraged for the front entry. All light fixtures shall
complement the architectural style of the home. Flood
lights will not be permitted. All light fixtures shall be fully
shielded and oriented to direct all light below the horizon.

Rear exterior lighting with photocell light sensor will be
required on all garages backing onto a lane.

5.16 House Numbers

Each home in Cobblestone Creek will be required to have
matching house numbers a specified by the developer.
House numbers shall be the Taymor Modern style house
numbers in the Satin Nickel Finish and are to be 6" in

height. Visit www.taymor.com for information on Western k
Canadian suppliers. House numbers should be installed

on the entry side of the garage next to the garage door,

or centered above the garage door. On homes without
garages, the house numbers should be mounted on a

column on the front entry porch.

Taymor Modern Style House Numbers in Satin Nickel Finish

1
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6. Landscaping
6.1 Fencing

Fencing on certain lots may be provided by the developer,
and must be maintained by the home owner. Please refer
to the Marketing Plan for each phase to determine if

there will be any supplied Developer Fencing. Additional
fencing along rear and side property lines is optional and
must be constructed and maintained by the home owner
in accordance with the fencing specifications shown in
Appendix B.

All fencing shall conform to the Airdrie Land Use Bylaw.

6.2 Front Yard Landscaping

The front yard landscaping must be completed within four
months of the completion of the home but is subject to
seasonal constraints.

6.3 Fire Pits & Outdoor Fireplaces

Fire pits and outdoor fireplaces will be permitted in the
rear yard only and are to follow the City of Airdrie Bylaws.

6.4 Dog Runs

Fencing for dog runs may be installed by the home owner
provided the following specifications are met:

e Dog runs must be positioned in the rear yard, or side
yard towards the rear of the home.

e The neighbor's outdoor living environment must be
considered when planning the location of the dog run.

e  The fence material shall be black chain link to a
maximum height of 1.2m (5 feet).

e  The depth of the dog run area may not exceed the
depth of the rear deck or may not extend beyond 3
metres from the rear of the house foundation.

MELCOR | |g|
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7. Approval Process

7.1 Preliminary Review

To achieve the desired traditional look in Cobblestone
Creek, designers are encouraged to create preliminary
renderings or sketches of home plans and elevations to the
Architectural Coordinator for preliminary review to ensure
that they are on the right track.

7.2 Formal Application Submission

Builders will have to submit their plans to the Architectural
Coordinator for architectural review and confirmation of
compliance with these Architectural Guidelines before
they will be permitted to apply to the City of Airdrie for a
building permit. The Architectural Coordinator will require
the following information submitted via www.archcontrol.
com:

e  Exterior colours including trim, siding and stone.
e Plot Plan (1:200 scale) showing the following:

e Lot size

e Building envelope

e  Setbacks

e Lot coverage

e Easement and utility rights of way

e Property and house corner grades

e  Construction Drawings (1/4”=1’; 3/16"=1")

Builders must ensure all customer names are removed
from their drawings before Architectural Submission.

MELCOR
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7.3 Final Inspections

At the completion of the exterior of the home, the
builder is to request in writing a final inspection from the
Architectural Coordinator to ensure that the home is in
compliance with the design guidelines and the approved
home plans.

7.4 Schedule of Applicable fees

The fee for first Architectural Approval and Pre-Approval
will be paid by the Developer.

Any changes after the initial submission will be billed to the
builder at the following unit costs:

Change Requests.......c.cvuvieeiiiiiiniieine $ 75.00 /change
Secondary Architectural Approval................... $ 400.00
Fee for consultation:

SENION AT i s $ 170.00

Intermediate AT........ccoeveeeeeeiiieeeeieeieinn..$ 85.00

GENERAL ARCHITECTURAL GUIDELINES 15
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8. Additional Requirements

Nothing herein contained shall be construed or implied
as imposing on the Developer, its agents or employees,
any liability in the event of non-compliance with or
non-fulfillment of any of the terms, restrictions and
benefits set forth herein and no liability or responsibility
whatsoever shall be incurred by the Developer, its agents
or employees, in the performance or non-performance of
their rights and obligations herein.

8.1 Recreational & Commercial
Vehicles

Recreational vehicles and commercial vehicles shall not be
parked in front or exposed corner of a home for any reason
other than loading and unloading. When RV’s are parked
on site they must be parked on the side of the home and
be properly screened from the street. Wood screen fence
is an acceptable screening mechanism, but may only be
used alongside the house. RV parking will not be permitted
within any yard exposed to the street.

8.2 Satellite Dishes

Satellite dishes are allowed provided the dish size does
not exceed twenty-four (24”) inches in diameter and the

location of the dish is concealed to minimize visual impact.

MELCOR | ||
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9. Construction Regulations

9.1 Material and Equipment Storage

e Builders will be allowed to store their materials and
equipment on site during construction but may not
store on any other home sites.

e |tems stored will have to be stored in an organized and
covered manor to ensure site cleanliness.

e Builders must ensure that they do not trespass or
disturb any other properties.

e Cleaning of paint, solvents, stains, etc will not be
permitted on site.

e Concrete trucks may not clean chutes anywhere on
site.

e  Storage will not be permitted on any road or sidewalk.

9.2 Use of Site

e  Construction debris and waste must be contained on
site each day and removed at the end of the project.

e Debris may not be burned, dumped, or buried
anywhere on site at any time.

e  Site damage (curbs, site furniture, sidewalks,
roadways, vegetation) will be the charged to the
builder.

e Should a site not be maintained as these guidelines
document, the developer reserves the right to rectify
any deficiencies at the cost of the builder.

9.3 Parking

Utility trailers, etc. may be parked on site for the time of
construction only, at the risk of the builder.
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9.4 Other Notes

e Vegetation material, top soil, or similar materials may
not be dumped on site at any time.

e Changing oil on any equipment or vehicles is not
permitted on site.

e Alcohol and drugs are prohibited at all times on site.

e Erosion control will be the responsibility of the builder
during construction.

e Builders are to ensure that sites are not access except
via the provided entries.

10. Environmental Initiatives

The Developer encourages green building practices and
environmental initiatives in Cobblestone Creek. In addition
to the requirements of The City of Airdrie Land Use Bylaw,
the following requirements apply:

e Rain Barrels will be permitted in Cobblestone Creek
provided they are located on the side yard adjacent to
the home only. All rain barrels should be of an Earthtone
colour.

e Solar panels will be permitted in Cobblestone Creek and
must receive approval from the Architectural Coordinator
or the Cobblestone Creek HOA. All solar panels must be
mounted on the roof of the principal building or detached
garage. Freestanding solar panels are not permitted in any
yard space. Solar panels may be black in colour only.

e All other solar initiatives including the use of solar

shingles must be approved by the Architectural
Coordinator or the Cobblestone Creek HOA.
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11. Discretion

Notwithstanding anything else set out in these guidelines,
the Developer, Melcor Developments Ltd. and the
Architectural Coordinator may apply their respective
judgements when considering and approving anything
regulated or controlled by these guidelines. In so doing,
the Developer and the Architectural Coordinator may
provide waivers of or relaxations to any matter set out

in these guidelines in their sole and absolute unfettered
discretion.

The Developer and the Architectural Coordinator reserve
the right to accept home designs which, in the opinion of
the Architectural Coordinator, meet the Guidelines set out
herein in all respects. Furthermore, the Developer and the
Architectural Coordinator reserve the right to alter or make
amendments to the Architectural Guidelines at any time
without notice.

11.1 No Right To Enforce

Only the Developer may enforce the guidelines, no
purchaser of a lot in Cobblestone Creek may enforce these
guidelines.

11.2 Right To Amend

The Architectural Committee may from time to time amend
these guidelines as it sees fit in its sole and absolute
unfettered discretion.

11.3 No Trespassing

No person shall infringe upon, excavate on, destroy, paint,
fill in, cut, remove or tamper with any lot in Cobblestone
Creek that is not their own. If done so the Architectural
Committee has full right to take legal action for relief of any
violation.
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12. Contacts

Architectural Coordinator
IBI GROUP
300 - 227 11th Ave SW
Calgary, Alberta T2R 1R9
Tel: 403.270.5600

Engineering Consultant
Urban Systems
#101, 134 11th Ave SE
Calgary, Alberta T2G 0X5
Tel: 403.291.1193

Surveying Consultant
Global Raymac
Suite 110, 4129 8th Street SE
Calgary, Alberta T2G 3A5
Tel: 403.283.5455

Developer
Melcor Developments Ltd.
210, 101 - 6th Street SW
Calgary, Alberta T2T 5K7
Tel: 403.283.3556

Architectural Committee
The Developer until otherwise established.
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Gentek - Sequoia Mitten - Sentry (ACT)

Venetian Red
Dark Drift

Saddle Brown
Mountain Arbor
Moonlit Moss
Coastal Blue
Midnight Surf
Windswept smoke

Snow White (Modern Farmhouse, or as secondary
only, not permitted with white trim)

Royal - Colorscapes

Rustic Red
Heritage Blue
Midnight Surf
Granite
Natural Cedar
Olivewood
Walnut
Shamrock
Ironstone
Wedgewood
Cocoa
Redwood

White (Modern Farmhouse, or as secondary only, not
permitted with white trim)
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Olive Green
Aviator Green
Burnt Orange
Richmond Red
Annapolis Blue
Eggplant
Coffee Bean
Caribou Brown
Chestnut Brown
Khaki Brown
Sahara Brown
Muskoka Green
Rain Forest
Rockaway Grey

Frost (Modern Farmhouse, or as secondary only,
not permitted with white trim)

Kaycan

Ivy Green
Pecan
Mahogany
Midnight Blue
Colonial Red
Spice

Brick
Evergreen
Cabot Brown
Cabot Blue
Cabot Red
Pebble
Stone Crest

White (Modern Farmhouse, or as secondary only,
not permitted with white trim)
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FENCING DETAILS
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